## Avision

## Personal Document Scanner



| Include | Speed | Max. | Support | Long page |
| :---: | :---: | :---: | :---: | :---: |
| OCR | $8_{\text {ppm }}$ | 600 | $8.5 " X 14$ | $36^{\prime \prime}$ |
| Sofiware | 300dpi $/$ Color |  | dpi | Paper Size |

- Scan up to 8 pages per minute
- Flexiable 8-page document feeder
- Special design for card scanning
- Comes with TWAINdriver and is also bundled with full version of Button Manager V2

Avision's Button Manager V2
-Completes your scan with a single step


Button Manager V2 makes it easy for you to scan and send your image to your favorite destinations with a press one button. Now the new version comes with an innovative feature to let you scan and automatically upload the scanned document to popular cloud repositories such as Google Docs, Microsoft SharePoint, or FTP. In addition, the iScan feature allows you to insert the scanned image or recognized text after optional OCR (Optical Character Recognition) process to your text editor such as Microsoft Word to get your job done easily and quickly.

## Advanced TWAIN Driver



Avision's easy-to-use TWAIN driver provides various useful features such as auto color detection, color matching, to enhance your image quality and improve your productivity.

## Color Matching

Use the default parameters (ICC profile) to get the accurate colors of your pictures.


With color ajustment


Without color adjustment

## Multi-stream

Scan one image and show 2~3 images in different image modes in one time.


## Invert/Mirror

Invert: Reverse the brightness and the colors in the image.
Mirror: Reverse the right and left side of your image.



## Color Drop Out

Not only R/G/B 3 channel color drop out, but any specific color can be selected as a color filter.

and more...

## Avision AV110 Product Specifications

[^0]
## System Requirements

- Pentium 4 or higher
- Windows ${ }^{\text {'XP / }} 2000$ / Vista / 7 / 8
- 512 MB RAM ( 256 MB RAM for Windows XP)
- CD-ROM drive
- USB port


## Contents

- USB 2.0 Cable - Carry Bag
- Quick Guide
- CD
- Calibration Chart
- Cleaning Cloth
- Adapter

Avision Inc.
No. 20, Creation Rd. 1
Hsinchu Science Park 30077, Taiwan,
R.O.C.

Tel: 886-3-5782388
Fax: 886-3-5777017
E-mail: sales@avision.com.tw


[^0]:    Technology: CIS (contact image sensor)
    Speed: 8PPM
    Max. resolution: 600 dpi
    Interface to Host: USB 2.0
    Dimension: $295 \times 81 \times 41 \mathrm{~mm}(11.6 \times 3.2 \times 1.6 \mathrm{in}$.)
    Weight: 800 g (1.76lb.)
    www.avision.com

